NORMAL OPERATION Put actuator on

. Remove actuator
control switch

TO SWITCH ON
"Idle" for 15 minutes unless

recording started.

> CONTROL CONTROL
No lamps 00000 ONONONONONG®,
STATUS ... Off Responding Idle......
TO START RECORDING \/ ><
> CONTROL CONTROL
ONONONONONG®, 00000 oo nnon
STATUS ... Idle Responding Recording....... (File 1)

TO STOP RECORDING Alternatively _ Count shows number of Files
remove probe or use

recording timer.

> CONTROL CONTROL v
O Qdonon 00000 NN NN
STATUS .. Recording Responding Ready......
TO RECORD AGAIN \/ ><
: CONTROL CONTROL

[ [ [] 00000 opongon

STATUS Ready Responding Recording....... (File 2)




SPECIAL FUNCTIONS

TO SWITCH OFF AFTER
RECORDING WITHOUT

SAVING THE FILES.
/ HOLD FOR 10 SECONDS 2V - >< ALL
FILES
CONTROL CONTROL
LOST
[] [] IGNORE LIGHTS 00000
STATUS . Ready Responding Off......
TO SWITCH ON AND
SET PRESSURE ZERO.
Pressure
i HOLD FOR 10 SECONDS | ZEero now ><
set
CONTROL CONTROL
No lamps 00O OO0 — O 0000
STATUS ... Off Responding Idle...... Responding Off......
PROBLEMS - Round and Square lamps flash together
O O O ONONGO O O 0O O OO0OO0O0
[] 1 [ 1 O O OO OO OO O
Memory full Low battery Probes missing Probes off scale Electronic fault

or faulty



